Design/Sew Quilt m

Start New

Edit/Sew Existing

Auto Backup Configuration

. Work In Progress Backup Enabled




New Block
want to define the block?
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Trace on Quilt Create Pattern Contour

Enter Rectangle Manually Load From Block Catalog

Pattern Fitting Configuration

Pattern Rotation While Fitting Enabled

. Pattern Flipping While Fitting Enabled




Modify Pattern E

. Width: 10.0" . Scale: 500% Start/End

. Height: 9.505"
- Rotation: 0.0° Flip X Flip Y CompuArt Finished

Move Stretch Update

Block Pattern Input Configuration




Magnet Tool E
Touch the screen to activate magnet.

Mode: Attract

Shape Shift Size: 15.75" . Smooth: On

Magnet Tool Screen Configuration

Arming Delay: 1.00 sec.

. Effect Circle Preview Enabled




Shape Shift

Sweep the screen to change the shape.

Magnet Tool

Smooth: On

Shape Shift Screen Configuration

Arming Delay: 0.00 sec.

. Effect Circle Preview Enabled
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Pantograph Pattern E

Offset: 0% Skew: 0.0%

Pattern Density: 0.81

Row Height: 10.0"
Pattern Height: 10.0"

Gap: 0.0" Shift: 0.00" Clip Off

Flip X [l Flip Y Flip X [l Flip Y

Pantograph Configuration

Line Up Start/End Points Disabled

. Progressive Offset Disabled




Line Pattern
Move the needle along the path

and touch 'OK' to sample points.

Line Pattern Screen Configuration

Start Another Line Pattern Prompt Enabled

Delete Saved Patterns Prompt Enabled




Stitching Sequence E
Select the first pattern to quilt.

Stitching Sequence Screen Configuration




Sew Quilt
Pull up and secure bobbin thread.

Remaining Length: 3.7yd.
Remaining Time: 1.5min.

. ' Speed: 1.7"/s : Realign
' ' Details: 1.5"/s Restart

Adjust

Sew Quilt Configuration

Tie-off Type: Backstitch Adjust Before Start Disabled

Tie-off Length: 0.00" Realign Prompt Enabled

End Point Overlap: 0.00" Securing S/S Enabled




Adjust Sequence
Touch a dashed line and drag it

to the desired position.

Transition: Continuous

Mode: Clip

Adjust Screen Configuration
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Realign Quilt E
Touch a reference point on the screen.

Realign Screen Configuration

. Motors In QAA Engaged
. Zoom Lock Ignored




